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4 Checking and topping up gear oil

It is not possible to check the gear oil level by unscrewing the oil
filler plug.

The angle of the engine/gearbox unit means the lower edge of
the fill hole -arrow 1- is below the oil level -arrow 2-.

The oil level in the gearbox can only be checked by completely
draining the gear oil and then refilling:

Special tools and workshop equipment required
¢ Torque wrench -V.A.G 1331-

¢ Hose (approx. 600 mm long, external diameter 10 mm) with
funnel, commercially available

4.1 Preparation

Gear oilfor manual gearboxes = Electronic parts catalogue “ET-

— Remove complete air filter housing = Rep. Gr. 23 ; Repairing
diesel direct injection system or > Rep. Gr. 24 ; Repairing
injection system .

— Remove noise insulation = General body repairs, exterior;
Rep. Gr. 50 ; Noise insulation .
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Clean gearbox.

A Caution

To drain gear oil, a pivot pin for the selector forks in the gearbox
must be removed.

To prevent the positions of the selector forks from being
changed, e.g. due to accidental operation of the selector mech-
anism, the selector shaft must be locked in position.

Secure selector shaft as follows:

— Press selectorshaft down -direction of arrow 1-.

— While pressing down selector shaft, turn angled rod -A- in
-direction of arrow 2- upwards and at the same time press it in
until itengages in selector shaft.

42 Draining gear oil

Use a clean container with a scale and a 3-litre capacity to catch
thesoil which runs out.

» Selector shaft is locked in place = page 100 .

— Drain gear oil by removing oil drain plug -arrow 1- and then
pivot pin -arrow 2-.

— Installpivot pin -arrow 2- with a new O-ring
= Item 54{page 107) .

— Screw in oil‘drain plug -arrow 1- = ltem ﬂ?jﬁ(paqe 135) .
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— Now turn angled rod -A- back to original position
-direction of arrow- so that selector shaft can move again.

1 OO Rep. Gr.34 - Controls, housing
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4.3 Filling with gear oil

Top up oil in container to 1.9 litres.

Gearbox oil specification = Electronic parts catalogue “ETKA” .

Remove reversing light switch -F4- -arrow-.

Connect hose (approx. 600 mm long, external diameter
10 mm) to commercially available funnel.

Insert hose in fitting hole for reversing light switch -F4- (2nd
mechanic) and fill gear oil.

Install reversing light switch -F4- -arrow-
= Item 2 (page 143) .

Check operation of selector mechanism = page 82 .

Install complete air filter housing = Rep. Gr. 23 ; Repairing
diesel direct injection system or > Rep. Gr224’; Repairing
injection system

Install noise insulation = General body repairs, exterior; Rep.

Gr. 50 ; Noise insulation .
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